ELEKTRONIK
BAUELEMENTE

Firmware Update
User Guide

~
3
3

o)
@
o

EPD Driver Board

Version 1.0, July 2019

Beck GmbH & Co. Elektronik Tel.: +49 - (0)911-934 08 -0 Preliminary
Bauelemente KG Fax: +49 — (0)911 -9 34 08 — 28 Product Specification
Eltersdorfer Str. 7 E-Mail: info@beck-elektronik.de EPD Driver Board
90425 Nirnberg Internet: www.beck-elektronik.de

Germany

Page 1 of 5


mailto:info@beck-elektronik.de

About This Manual

This User’s Guide describes the update routine for the EPD-Driver board.
Software

For update the software from ST, called DfuSE Demo, is needed. The newest
version of is available on the ST webpage:

https://www.st.com/en/development-tools/stsw-stm32080.html#quickview-scroll

Equipment

1. PC with Windows OS and preinstalled DfuSE USB device firmware upgrade
(DFU) software.

» DfuSe Demo (v3.0.5) — X

Awalable DFU Devices
STM Dewicain U Moo o1 Application Mods: DFU Mode:

Vender ID Vendar D: (0483
Supports Upload Manifestation tolerant gD [ | vend
Suppotts Download heceleated Upload (ST) ProcuctiD: [ | ProcustID: [EFTT

Can Detach
Version Version: [2200
Eite) DF L ode /D deiach] [ Leave DFU mode L1

Aations
Select Largells) | 1yoetid  Name Available Sectors (Dauble Click for mare)
o Irterrisl Flash 12 sectors
u Optian Bytes 1 sectors,
02 OTF Memary 2 sectors.
0 Device Festure 1 sectars
Upload Acfion Upgrade or Veiify Action
File: File: Firmware. dfu
Vendor ID: [0483 ]_Targels in il
Ch Upload L0 G
Sl L= Pracuct [D: |DF11
Transtened data size Versiore [2200

0 KBIO Bytes) of 0 KB(O Bytes) [ ey after downioad

[ Optimize Upgrade duration (Remove some FFs]
Operation duration

iy Uparads ity
File correctly loaded.
Abort it

2. Micro USB cable
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Update Routine
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1. Set the power switch of the board to the position “OFF”.

2. Set the SW1 Jumper number 8 ,Boot” in the position “ON”.
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3. Connect USB cable to the PC and to the board.
4. Start the Software DfuSE Demo on your PC.

5. Set the power switch of the board to the position “ON”. The device should be
recognized automatically.
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6. In the SW section “Upgrade” choose the requested dfu-file “Choose...” to flash

and click to “Upgrade”.

-

Actions

Enter OFL mode/HID detach

g DfuSe Demo (v3.0.5) =
Ausal
STM Device in DFU Mode Application Mode: DFU Mode:
ndar 1D: YendaorID: 0483
Supports Upload fAanitestation talerant
Supports Download Accelerated Upload (ST) ocuct 1D ProcuctID;  DFT1
I Can Detach Warsion: Yarsion: 2200

Leave DFL mode

Select Target(s):

m
0z
03

Targe...

MNarme Awallable Sectors (Double Click...

Internal Flash G sectors...

1 sectors...

Option Bytes
OTP Memory 2 sectors...
Device Feature 1 sectors...

Upload Action
File:

Choose..

Transferred data size
158 KB(162469 Bytes) of 1
Brtes)

Operation duration
00:00:15
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Upgrade or Verify Action

File: firmware_ANCHOR_w0_91_3eh16.dfu
“endor|D- 0483 Targets in file:
Unload 0o 5T
=P Procuct|D: 0000
Wersion; 0000
B0 KB(184624
[ ]werify after download

[] optimize Upgrade duration (Remove some FFs)

Warify

Target 00: Upgrading - Download Phase (88%)...

7. Wait till the upgrade will be finished.

00:02:23

” Operation duraton————————

‘ Choose... I

Upgrade |

Verify | ‘

Abort |

Target 00: Upgrade successful ! I

Quit I
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8. Set the power switch of the board to the position “OFF”.

10. Update is finished. Disconnect the board from the PC.
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