VV C (old series: RVC)
VERTICAL CHIP TYPE ALUMINUM ELECTROLYTIC CAPACITORS E l_N A

Chip Type, 105°C Use, Long Life Capacitors 'A't?

*Compatible with surface mounting.

*Supplied with carrier taping.

*Guarantees 3000 hours at 105°C.
(10L:5000 hours). Long life =58

VVC a [ VVL

Marking color : Black print
Specifications

ltem Performance
Category temperature range (C) —40 to +105
[ Tolerance at rated capacitance (%)| +20 (20°C,120Hz)
Leakag«(en?:;r)e nt (uA) 0.01CV or 3 whichever is larger (after 2 minutes) C : Rated capacitance (uF), V : Rated voltage (V) (207C)
TR o ks e [ Rated voltage (V) [ 63 | 10 [ 16 [ 25 | 35 | 50 |
fa— [ tand (max.) [ o2 [ 024 [ 020 [ o016 [ 013 [ oi2 |
an,
(20°C,120Hz)
Rated voltage (V) 6.3 10 16 25 35 50
Characteristics at high 5% 2
aracteristics at higl Impedance ratio (max) [z 250(;/z+200(; 4 3 2 2 2 2
and low temperature | z-40cc/z+20C 10 7 5 3 3 3
(120Hz)
Test time 3000 hours (10L : 5000 hours)
Endurance (105C) Leakage current The initial specified value or less
(Applied ripple current) Percentage of capacitance change Within =30% of initial value
Tangent of the loss angle 300% or less of initial specified value
Shelf life (105°C) Test time : 1000hours ; other items are same as the endurance. Voltage application treatment : According to JIS C5101-4 4.1
Applicable standards JIS C5101 - 1,- 18 (IEC 60384 - 1,- 18)
Outline Drawing Unit - mm Coefficient of Frequency for Rated Ripple Current
0.3 max S Rated vogs (\F/')eq”emy Ml 50.60 120 1k 10k-100k
- g A+0.2 +
Inner vent (10 only) i i g.‘ 6.3 16 0.80 1 115 125
N ] 2510 35 0.80 1 1.25 1.40
@ (0) e) | c 50 | 1 to 3.3uF 0.50 1 1.35 1.50
9 [ 47ormore 0.70 1 1.35 1.50
bl £l T
[2:]
L © o o 1 < Product code system : 16V47uF (*For general product)
I M RS* WC 470 M 1E DC8 {1 U
() : Reference size
Cat Seri capacit: Captol. Vol Si Tapingand  Additional
#D L A B[ C W P_ [ Size code . cods e coe ool oo pockigeode  code.
4 5.8+0.3 4.3 4.3 20 |05t1008| 1.0 BC8 - - - -
5 58403 53 53 53 [0Ew0o08 | 15 cCa For details, refer to the various "Product Code System" pages.
6.3 | 58+0.3 6.6 6.6 27 |051008 | 20 DC8
6.3 | 7.7+0.3 6.6 6.6 27 |05t1008| 20 DE7
8 10.0+0.5 8.4 8.4 30 [07t01.1 3.1 EHO
10 10.0+0.5 | 104 | 104 33 [0.7t01.1 | 47 FHO

Refer to individual page.
(Soldering conditions, Land pattern size, The taping specifications)

NOTE : Design, Specifications are subject to change without notice.
It is recommended that you shall obtain technical specifications
from ELNA to ensure that the component is suitable for your use. CAT.No.2022/2023E



VV C VERTICAL CHIP TYPE ALUMINUM ELECTROLYTIC CAPACITORS ELNA

Standard Ratings

Rated voltage (V) 6.3 (1J) 10 (1L) 16 (1E) 25 (17) 35 (1G) 50 (1U)

oted liem[ Case | Size [™@nel®| Case | size [M&il®| Case | size [“omaw®| Case | Size |Vaneif®| Case | size |[™&neff®| Case | size [Mamel®
capacitance (1F) ¢DXL(mm)| code |(mArms)|¢DXL(mm) code |(mArms)|¢DXL(mm) code |(mArms)|¢DXL(mm) code |(mArms)|¢DXL(mm) code |(mArms)|¢DXL(mm) code |(mArms)

1 — - — — — — | — - — | — — — — — — | ax58| BC8 | 10

2.2 — — — — — — — — — — — — — — — 4x5.8| BC8 16

3.3 — — — — — — — — — — — — — — — 4x5.8| BC8 17

4.7 — — — — — — — — — — — — 4x58| BC8 16 5x58| CC8 23

10 — — — — — — 4x58| BC8 28 — — — 5x58| CC8 28 |6.3x5.8| DC8 35

22 4x5.8( BC8 26 — — — 5x5.8| CC8 39 — — — |6.3x5.8| DC8 55 |6.3x7.7| DE7 58

33 — — — 5x58 | CC8 43 = = — |6.3x5.8| DC8 60 |6.3x7.7| DE7 57 8x10 | EHO 91

47 5x5.8| CC8 46 — — — |6.3x5.8| DC8 70 |6.3x7.7| DE7 65 — — — 8x10 | EHO 100

100 6.3xX5.8| DC8 71 — — — |6.3x7.7| DE7 81 8x10 | EHO 130 — — — 10x10 | FHO 160

220 6.3x7.7| DE7 101 8%X10 EHO 160 — — — — — — 10x10 | FHO 220 — — —

330 8xX10| EHO 230 — — — — = = 10x10 | FHO 238 — — — — — —

470 — — — — — — 10x10 | FHO 340 — — — — — — — — —

7000 10x10| FHO | 313 | — — — | = — — — — — | = — — — — —

(Note) Rated ripple current : 105°C, 120Hz

NOTE : Design, Specifications are subject to change without notice.
It is recommended that you shall obtain technical specifications
from ELNA to ensure that the component is suitable for your use. CAT.No.2022/2023E



