VV (old series: RVE)
VERTICAL CHIP TYPE ALUMINUM ELECTROLYTIC CAPACITORS E l_N A

Chip type 105°C Capacitors(height:4.5mm) °;§A§;:e:;';$

*Compatible with surface mounting for 4.5mm height capacitors.

*Supplied with carrier taping.
*Guarantees 1000 hours 105°C.
High temperature
VVE a [ VV4
Marking color : Black print
Specifications
ltem Performance
Category temperature range (C) —40 to +105
Tolerance at rated capacitance (%) +20 (20°C,120Hz)
Leakag«(en?:;r)e nt (uA) 0.01CV or 3 whichever is larger (after 2 minutes) C : Rated capacitance (uF), V : Rated voltage (V) (207C)
TR o ks e [ Rated voltage (V) [ 63 | 10 [ 16 [ 25 | 35 | 50 |
fa— [ tand (max.) [ o3 [ 082 [ 020 [ o016 [ o014 [ oi4 |
an,
(20°C,120Hz)
Rated voltage (V) 6.3 10 16 25 35 50
Characteristics at high Impedance ratio (max.) [ z—25C/z+20C 4 3 2 2 2 2
and low temperature | z-40cc/z+20C 10 8 6 4 3 3
(120Hz)
Test time 1000 hours
Endurance (1057C) Leakage current The initial specified value or less
(Applied ripple current) Percentage of capacitance change Within £20% of initial value (16WV or less:+=25%)
Tangent of loss angle 300% or less of the initial specified value
Shelf life (105°C) Test time : 500hours ; other items are same as the endurance. Voltage application treatment : According to JIS C5101-4 4.1
Applicable standards JIS C5101 - 1,- 18 (IEC 60384 - 1,- 18)
Outline Drawing Unit - mm Coefficient of Frequency for Rated Ripple Current
o Frequency (Hz),
3 50 -60 120 1k 10k-100k
0.3 max. A+02 0 Rated voltage (V)
| i it 6.310 16 0.80 1 1.15 1.25
- - 2510 35 0.80 1 1.25 1.40
® | %) 50 0.70 1 135 150
« (OlU o g
by E g
0 ) 5 Product code system : 6.3V100uF (*For general product)
a1 © e -
’ - RS* VVE 101 M 1J DB5 i U
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() : Reference size Category Series capacitance Cap tol. Voitage Size Taping and Additional
code code code code code code packing code code
D L A B C W P Size cod - Ny . .
¢ 03 ze coce For details, refer to the various "Product Code System" pages.
63 |45 5, | 66 6.6 27 |05t08| 20 DB5

Refer to individual page.
(Soldering conditions, Land pattern size, The taping specifications)

Standard Ratings

6.3V (1J) 10V (1L) 16V (1E) 25V (17) 35V (1G) 50V (1U)
cap%?‘r?:n o | Patedropecurent | ap'zz‘ieuf’n o | Patsdriopecurent | ap'zacﬁm o | Ratedripplecurent | wzig\ ce | Reted i curent mp";ﬁ;\ ce | Patedropecurent [ ap':‘;:n o | Patedriope curent
(uF) (mArms) (uF) (mArms) (uF) (mArms) (uF) (mArms) (uF) (mArms) (uF) (mArms)
33 35 22 33
100 52 47 40 22 36 10 26
47 44 33 42

(Note) Rated ripple current : 105°C , 120Hz

NOTE : Design, Specifications are subject to change without notice.
It is recommended that you shall obtain technical specifications
from ELNA to ensure that the component is suitable for your use. CAT.No.2022/2023E



