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Type KNI  Metallized polypropylene capacitors

Capacitors

As a dielectric a high quality 
polypropylene film of excellent 
electrical properties is used. 
Electrodes of capacitors are of 
double sides vacuum metallized 
aluminium on polyester film. 
Winding is cylindrical extended 
foil design. Such construction 
enables very good contacting and 
is able to translate higher currents. 

Typical electrical 
characteristics of metallized 
polypropylene capacitors KNI

The capacitor has the property 
to regenerate after break-down. 
Capacitors are suitable for use in 
high pulse loading (for instance in TV 
sets for “S” correction) because of 
self regenerative properties and low 
loss angle, where common types of 
metallized capacitors do not comply 
the requirements.

Variation of capacitance  
as a function of temperature

Variation of dissipation factor (tanδ) 
as a function of temperature 

Variation of capacitance  
as a function of frequency

Variation of dissipation factor (tanδ) 
as a function of frequency

Variation of insulation resistance  
as a function of temperature

ϑ

ϑ ϑ
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Type KNI1910 radial leads, pitch 7,5 mm to 27,5 mm 

Capacitors

TECHNICAL DATA

General technical data

Dielectric: polypropylene film

Electrodes: double-sided  metallized polyester 
film and metallized polypropylene 
film (internal series connection for 
for UR ≥ 630V DC and r ≥ 15mm)

Winding: non-inductive construction,  
flat shape

Leads: tinned copper wire, standard 
lengths l1: 4±0,5; 6-1; 25±5. 
Other lead lengths on request.

Encapsulation: flame-retardant plastic case with 
flame-retardant epoxy resin seal, 
UL 94 V-0

Marking: Iskra symbol, capacitance,  
tolerance, rated voltage,  
type designation

Climatic category: 55/100/56 IEC 60068-1

Temperature range: - 55 °C to + 100 °C

Complies with standards: IEC 60384-16; IEC 60384-17

 Electrical data

Capacitance range: 680 pF to 2,2 μF

Standard values  
of capacitance (CR):

range E12

Capacitance tolerance: ± 20 % (M), ± 10 % (K),  
and ± 5 % (J) 

Rated voltage (UR): 250 V DC, 400 V DC, 630 V DC, 
1000 V DC, 1600 V DC, 2000 V DC

Allowed alternative voltage  
up to 60 Hz:

180 V AC, 250 V AC, 300 V AC, 
400 V AC, 500V AC, 630 V AC, 
650 V AC

Category voltage (UC): up to + 85 °C UC = UR; 
from + 85 °C to + 100 °C voltage 
UR is lowered for 1,25 % per 1 °C

Test voltage: 1,6 × UR, 2 s

Insulation resistance (Ri): ≥ 100000 MΩ at 20 °C 
for CR ≤ 0,33 μF
Ri × CR ≥ 30000 s at 20 °C 
for CR > 0,33 μF

Soldering on printed  
circuit boards:

temperature of soldering bath  
270 °C max., soldering time 5 s max.

Dissipation factor (tanδ): ≤ 3 x 10-4 at 1 kHz and 20 °C, 
≤ 6 x 10-4 at 10 kHz and 20 °C 
for CR ≤ 1 μF
≤ 15 x 10-4 at 100 kHz and 20 °C 
for CR ≤ 0,1uF.

KNI1910 (dimensions in mm)

Pulse loading (du/dt):

UR

(V DC)

Pitch r (mm)

7,5 10 15 22,5 27,5

Allowed pulse loading  
(V/μs)

250 1500 1100 750 450 300

400 1800 1600 1000 600 500

630 2800 1800 2500 1500 1000

1000 - - 3200 2000 1200

1600 - - 4500 2500 1800

2000 - - 7000 3200 2200

Pitch
(mm)

Diameter of leads  
ø (mm)

7,5; 10 0,6

15; 22,5; 27,5 0,8

Diameter of leads:

Typical aplication:

Deflection circuits in TV-sets; 
protection circuits in SMPS  
(switch mode power supplies) and in 
electronic ballast; applications with 
high voltage and current.
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Dimensional data - r7,5 mm: KNI1910

Capa-  
citance

(µF)

Rated voltage UR

250V DC/180V AC 400V DC/250V AC 630V DC/300V AC

Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r

(mm) (mm) (mm)

0,00068 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,00082 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,001 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0012 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0015 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0018 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0022 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0027 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0033 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0039 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0047 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0056 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0068 10,5 8 4 7,5 10,5 8 4 7,5 10,5 8 4 7,5

0,0082 10,5 8 4 7,5 10,5 8 4 7,5 10,5 9 4 7,5

0,01 10,5 8 4 7,5 10,5 8 4 7,5 10,5 10 5 7,5

0,012 10,5 8 4 7,5 10,5 8 4 7,5 10,5 10 5 7,5

0,015 10,5 8 4 7,5 10,5 9 4 7,5 10,5 11 5 7,5

0,018 10,5 8 4 7,5 10,5 9 4 7,5 10,5 11 5,5 7,5

0,022 10,5 9 4 7,5 10,5 10 5 7,5 10,5 12 6 7,5

0,027 10,5 10 5 7,5 10,5 11 5 7,5

0,033 10,5 10 5 7,5 10,5 11 5,5 7,5

0,039 10,5 11 5 7,5 10,5 12 6 7,5

0,047 10,5 12 6 7,5

0,056 10,5 12 6 7,5



32

Dimensional data - r10 mm: KNI1910

Capa-  
citance

(µF)

Rated voltage UR

250V DC/180V AC 400V DC/250V AC 630V DC/300V AC

Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r

(mm) (mm) (mm)

0,001 13 9 4 10

0,0012 13 9 4 10

0,0015 13 9 4 10

0,0018 13 9 4 10

0,0022 13 9 4 10

0,0027 13 9 4 10

0,0033 13 9 4 10

0,0039 13 9 4 10

0,0047 13 9 4 10

0,0056 13 9 4 10

0,0068 13 9 4 10

0,0082 13 9 4 10

0,01 13 9 4 10 13 9 4 10 13 9 4 10

0,012 13 9 4 10 13 9 4 10 13 9 4 10

0,015 13 9 4 10 13 9 4 10 13 9 4 10

0,018 13 9 4 10 13 9 4 10 13 10,5 5 10

0,022 13 9 4 10 13 9,5 4,3 10 13 10,5 5 10

0,027 13 9 4 10 13 10,5 5 10 13 11,5 6 10

0,033 13 10,5 5 10 13 10,5 5 10 13 12 6 10

0,039 13 10,5 5 10 13 11,5 6 10 13 12 6 10

0,047 13 11,5 6 10 13 12 6 10

0,056 13 11,5 6 10

0,068 13 12 6 10
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Dimensional data - r15 mm: KNI1910

Capa-  
citance

(µF)

Rated voltage UR

250V DC/180V AC 400V DC/250V AC 630V DC/400V AC 1000V DC/500V AC 1600V DC/630V AC 2000V DC/650V AC

Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r

(mm) (mm) (mm) (mm) (mm) (mm)

0,001 18 11 5 15 18 11 5 15

0,0012 18 11 5 15 18 11 5 15

0,0015 18 11 5 15 18 11 5 15

0,0018 18 11 5 15 18 11 5 15

0,0022 18 11 5 15 18 11 5 15

0,0027 18 11 5 15 18 11 5 15

0,0033 18 11 5 15 18 11 5 15 18 11 5,5 15

0,0039 18 11 5 15 18 11 5 15 18 12 6 15

0,0047 18 11 5 15 18 11 5,5 15 18 12 7 15

0,0056 18 11 5 15 18 12 6 15 18 13 7 15

0,0068 18 11 5 15 18 12 7 15 18 13,5 7,5 15

0,0082 18 11 5 15 18 13 7 15 18 14,5 8,5 15

0,01 18 11 5 15 18 11 5,5 15 18 13,5 7,5 15 18 16 9,5 15

0,012 18 11 5 15 18 12 6 15 18 14,5 8,5 15 18 18,5 9 15

0,015 18 12 6 15 18 12 7 15 18 16 9,5 15 18 18,5 11 15

0,018 18 12 7 15 18 13 7 15 18 18,5 9 15

0,022 18 13 7 15 18 14,5 8,5 15 18 18,5 11 15

0,027 18 13,5 7,5 15 18 16,5 8,5 15 18 20 12,5 15

0,033 18 11 5 15 18 14,5 8,5 15 18 18,5 9 15

0,039 18 11 5 15 18 16,5 8,5 15 18 18,5 11 15

0,047 18 11 5 15 18 11 5 15 18 18,5 9 15

0,056 18 11 5 15 18 11 5 15 18 18,5 11 15

0,068 18 11 5 15 18 12 6 15 18 20 12,5 15

0,082 18 11 5,5 15 18 12 6 15

0,1 18 12 6 15 18 13 7 15

0,12 18 12 7 15 18 13,5 7,5 15

0,15 18 13,5 7,5 15 18 14,5 8,5 15

0,18 18 14,5 8,5 15 18 16,5 8,5 15

0,22 18 16,5 8,5 15 18 18,5 9 15

0,27 18 18,5 9 15

0,33 18 18,5 11 15

0,39 18 20 12,5 15



34

Dimensional data - r22,5 mm: KNI1910

Capa-  
citance

(µF)

Rated voltage UR

250V DC/180V AC 400V DC/250V AC 630V DC/400V AC 1000V DC/500V AC 1600V DC/630V AC 2000V DC/650V AC

Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r

(mm) (mm) (mm) (mm) (mm) (mm)

0,0033 26,5 14 6 22,5

0,0039 26,5 14 6 22,5

0,0047 26,5 14 6 22,5

0,0056 26,5 14 6 22,5

0,0068 26,5 14 6 22,5

0,0082 26,5 14 6 22,5

0,01 26,5 14 6 22,5 26,5 15 6 22,5

0,012 26,5 14 6 22,5 26,5 15,5 7,5 22,5

0,015 26,5 15 6 22,5 26,5 16,5 8,5 22,5

0,018 26,5 15,5 7,5 22,5 26,5 17 8,5 22,5

0,022 26,5 14 6 22,5 26,5 16,5 7,5 22,5 26,5 18,5 10 22,5

0,027 26,5 14 6 22,5 26,5 17 8,5 22,5 26,5 20,5 11 22,5

0,033 26,5 14 6 22,5 26,5 15 6 22,5 26,5 18,5 10 22,5 26,5 21,5 12,5 22,5

0,039 26,5 15 6 22,5 26,5 16 7 22,5 26,5 20,5 11 22,5

0,047 26,5 16 7 22,5 26,5 16,5 8,5 22,5 26,5 21,5 12,5 22,5

0,056 26,5 16,5 7,5 22,5 26,5 17 8,5 22,5 26,5 21,5 12,5 22,5

0,068 26,5 17 8,5 22,5 26,5 18,5 10 22,5

0,082 26,5 18,5 9 22,5 26,5 20,5 11 22,5

0,1 26,5 18,5 10 22,5 26,5 21,5 12,5 22,5

0,12 26,5 14 6 22,5 26,5 20,5 11 22,5

0,15 26,5 14 6 22,5 26,5 21,5 12,5 22,5

0,18 26,5 14 6 22,5 26,5 15 6 22,5

0,22 26,5 15 6 22,5 26,5 16 7 22,5

0,27 26,5 16 7 22,5 26,5 16,5 8,5 22,5

0,33 26,5 16,5 8,5 22,5 26,5 18,5 9 22,5

0,39 26,5 17 8,5 22,5 26,5 18,5 10 22,5

0,47 26,5 18,5 9 22,5 26,5 20,5 11 22,5

0,56 26,5 18,5 10 22,5

0,68 26,5 20,5 11 22,5

0,82 26,5 21,5 12,5 22,5
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Dimensional data - r 27,5 mm: KNI1910

Capa-  
citance

(µF)

Rated voltage UR

250V DC/180V AC 400V DC/250V AC 630V DC/400V AC 1000V DC/500V AC 1600V DC/630V AC 2000V DC/650V AC

Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r Imax. hmax. bmax. r

(mm) (mm) (mm) (mm) (mm) (mm)

0,022 32 17 9 27,5

0,027 32 17 11 27,5

0,033 32 17 9 27,5 32 17 11 27,5

0,039 32 17 9 27,5 32 20 11 27,5

0,047 32 17 11 27,5 32 21 12 27,5

0,056 32 20 11 27,5 32 22 13 27,5

0,068 32 17 9 27,5 32 21 12 27,5 32 24,5 15 27,5

0,082 32 17 11 27,5 32 22 13 27,5 32 26,5 17 27,5

0,1 32 17 11 27,5 32 24,5 15 27,5 32 28 18 27,5

0,12 32 20 11 27,5 32 26,5 17 27,5

0,15 32 20 11 27,5 32 22 13 27,5 32 28 18 27,5

0,18 32 21 12 27,5 32 23,5 14 27,5

0,22 32 23,5 14 27,5 32 24,5 15 27,5

0,27 32 24,5 15 27,5 32 26,5 17 27,5

0,33 32 26,5 17 27,5 32 28 18 27,5

0,39 32 17 9 27,5 32 28 18 27,5

0,47 32 17 11 27,5

0,56 32 17 9 27,5 32 20 11 27,5

0,68 32 17 11 27,5 32 20 11 27,5

0,82 32 20 11 27,5 32 22 13 27,5

1 32 21 12 27,5 32 23,5 14 27,5

1,2 32 22 13 27,5 32 24,5 15 27,5

1,5 32 24,5 15 27,5 32 26,5 17 27,5

1,8 32 26,5 17 27,5 32 28 18 27,5

2,2 32 26,5 17 27,5


